
` 

 
 

Vinylex Petrostop products are engineered for 
secondary containment applications in chemical storage 
and processing facilities. Petrostop is manufactured 
using Thermoplastic Elastomeric Rubber (TPER) and 
has excellent resistance to many chemicals. Petrostop 
products are flexible and can be heat welded in many 
configurations to form a continuous joint seal. 
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Also featuring 

for Joints in Concrete 

Please Contact Vinylex Waterstop & Accessories for chemical resistance 
information, installation instructions, specifications and warranty statements for 

800-325-3602       www.VinylexWaterstop.com 
        St. Louis MO    Ontario CA              Franklin MA        Greenville SC 

 
Ribbed Centerbulb/Tear Web Retrofit Petro Cap 

VRB4316 KK610 PTC12 

 
VRB6316 

 

VRB9316 KK611 PTC34 

 
VTWB6316 

 
VTWB9316 

 

 
 
Retrofit shapes are for new to 
existing concrete applications and 
are sold as a system. The system 
includes a TPER profile, stainless 
steel batten bar and anchor bolts. 
Epoxy gel is available and sold 
separately. 

 
 
 
Petro Cap is designed for 
placement over an 
expansion board to create 
a joint seal and waterstop 
in expansion joint 
applications. 

 

any Vinylex waterstop.  

             


